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Sk;‘i%w”g,gg i ?S,H% i 10 e ESD?;E OF JOINT NEXT T0 1. #'x#x4 ELECTRICAL MANHOLE SHALL BE CONSTRUCTED TO MEET THE FOLLOWING: =
45 SLOPE. N 4
DESIGN_CRITERIA:
1) DESIGN SPECIFICATION: ACI 318, AASHTO LOAD FACTOR DESIGN METHOD, AND ASTM CB58
2) DESIGN LOADING: AASHTO HS20 (32,000 LB/AXLE)
3) LVE LOAD SURCHARGE: .5% OF THE WHEEL LOADING APPLIED TO 8'-0" OF DEPTH.
BOTIOM CASTING 4) CONCRETE COMPRESSVE STRENGTH: F'c = 4500 PSI : g
: 5) REINFORCING STEEL: ASTM A706, Fy = 60000 PSI S
DETAIL e .
NTS. . DESIGN_ASSUMPTIONS: . o
1) GROUND WATER LEVEL: 3'~6" BELOW GRADE. 8
PRECAST 4'x4'x4’ MANHOLE 2) EARTH COVER: 2'—0" MINIMUM TO 5'-0" MAXIMUM l
Nis 3) LVE LOAD MPACT:  2'~0° 1 = 20% 8
o 2-1"70 2-11" 1 = 10% i’
3-0" 10 50" 1 = 0% &
FRAME & COVER SEE NOTE 42 4) COEFFICIENT OF ACTIVE EARTH PRESSURE: Ko ~ 0.3 - »
GRADE TO DRAN 5) SPECIFIC WEIGHT OF STD. AGGREGATE CONCRETE” 150 PCF & o
(ave) 6) SPECIFIC WEIGHT OF DRY EARTH: 100 PCF £ g
PLACE 1/2 x 3/4” BUTYL SEALANT - . SEE DETAIL "A" 7) SPECIFIC WEIGHT OF SATURATED EARTH: 120 PCF 5 &
ON_LOW SIDE OF JOINT 1* FROM 24 . 8) EQUIVALENT FLUID PRESSURE OF DRY EARTH: 30 PSF N a
: INSIDE EDGE. ) 9) EQUIVALENT FLUID. PRESSURE OF SATURATED EARTH: 80 PSF - <
ROOF OF HANDHOLE/MANHOLE Z
R THE SUPPLIER SHALL PROVIDE CERTIFICATION THAT THE PRECAST MANHOLES MEET OR EXCEED 3
7 307 S B THESE REQUIREMENTS PRIOR TO INSTALLATION, O
/ 2. MANHOLE FRAME & UD SHALL BE CAPABLE OF WITHSTANDING MINWUM 50,000 POUND LOADS. “
' MANHOLE FRAME & LD SHALL BE NEENAH CATALOG NO. R-1640~C OR APPROVED EQUAL. LD el @
| CABLE RACKS FOR HIGH VOLTAGE MANHOLE SHALL BE LABELED "HIGH VOLTAGE". LID FOR LOW VOLTAGE O =
MANHOLE SHALL BE LABELED "LOW VOLTAGE". =
SEE DETAIL "B 3. COORDINATE DUCT BANK INTERFACE & OPENINGS WITH THE MANHOLE MFR. CONTRACTOR SHALL 3
SLOPE DUCT BANK TO PRECAST MANHOLE OPENINGS. ALL OPENINGS SHALL BE SEALED g
WATERTIGHT AFTER DUCT BANK INSTALLATION. e
4 #x'x4’ MANHOLE SHALL BE MANUFACTURED BY HARTFORD CONCRETE PRODUCTS, INC., 1400 N.
WABASH AVE., P.0. BOX 660, HARTFORD CITY, IN. 47348, PHONE 765-348~3506 OR ©lealm
2" S 1-800-428-8110, OR APPROVED EQUIVALENT, o LSS
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(Tvp)) 5. #'x4'x4" MANHOLE SHALL BE PAID FOR UNDER ITEM AR110710 ELECTRICAL MANHOLE PER EACH. g 933
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